July 2004


For MUTCD 2003 California Supplement, as modified and approved by the CTCDC
(based on personal notes from meeting – likely differs from actual final draft, which will be posted when available)
Section 9C.103  Shared Lane Marking (name of marking will likely be changed in final draft)
Support:


The optional Shared Lane Marking is intended to improve the positioning of bicyclists on roadways with regular bicycle use with parking and in curb lanes too narrow for motorists and cyclists to safely travel side by side within the lane.
Option:

The Shared Lane Marking, shown in Figure 9C-107, may be used on streets with regular bicycle usage to improve bicyclists’ positioning on roadways, encourage cycling in the correct direction, discourage cycling on sidewalks, and to decrease motor vehicle/bicycle conflicts by informing motorists where to expect cyclists, especially on urban and suburban roadways with narrow curb lanes.
Standard:


If used, the Shared Lane Marking shall be placed so that its center is a minimum of 3.4 m (11 ft) from the curb face when used on roadways with on-street parking.
Guidance:

On streets with no on-street parking, the marking should be placed so that it directs cyclists away from conditions alongside the curb face or road edge that compromise cyclists’ safety, such as drain grates and longitudinal gutter joints.
If used, the marking should be spaced at 75 m (250 ft).  Spacing should be increased or decreased based on severity of problems marking is intended to mitigate, prevailing speeds, maintenance issues, etc.
Option:


Spacing can increased or decreased based on engineering judgment.  On streets with downhill grades, high speeds, and wider vehicles, distance may be increased.


Figure 9C-107. Optional Shared Lane Marking
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This diagram was included for informational purposes only and not intended to be included in the MUTCD California Supplement








