Temporary Traffic Control Plans
for Pedestrians and Cyclists




MUTCD Provisions

MUTCD, 6D

When existing pedestrian facilities are disrupted,
closed, or relocated in a TTC zone:

- an alternate route must be provided

- the temporary facilities shall be detectable and
Include accessibility features consistent with the
features present in the existing pedestrian
facility




Florida Dept. of Transportation
Design Standards Index 600

When an existing pedestrian or bicycle way is located
within a work zone, accommodation must be
maintained and provision for the disabled provided.

Only approved temporary traffic control devices may
be used to delineate a temporary pedestrian walkway.

Advanced notification of sidewalk closures and marked
detours shall be provided.
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Pedestrian Facility

1 Sidewalks
1 Shared Use Paths

1 Crosswalks (marked
and unmarked)

1 Pedestrian signals

+ Access to transit
stops and shelters

.




Bicycle Facility

. Bike Lane

1 Paved Shoulder
» Wide Curb Lane
1 Traffic Signals




Tools to Minimize Impacts

Phasing of Construction

Utilize Detalled Plans

Signing and Staging of Work at Location
Effective Barriers

Alternate Routes

Train Inspectors

Public Information
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Phasing of Construction

+ Build new sidewalk early
in multi - laning projects.

1 On bridges, build
sidewalk wide enough to
accommodate temporary
bi - directional bicycle and
pedestrian travel (8 feet
min.).

} In reconstruction of
existing sidewalk, only
work on one side of
street at a time, length
that can be replaced next
day.

} Maintain accessible

crossings at begining and

and of work zone.




MUTCD Sidewalk Detour Figure
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MUTCD Crosswalk Closure Figure
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Initial field review notes

1 Sidewalk Problems
Cracked, Uneven, Excessive Slopes
Curb Cut Ramps with poor tactile warning
Blocked Sidewalk
1 (Poles, Benches, Newspaper boxes, etc.)

} Intersections
Crosswalks
Ped Signal Heads and Pushbuttons

} Signhing and Markings
for Pedestrians and Bicyclist
during construction




Plans Preparation Manual 2007

} EXxisting pedestrian or
bicycle ways located
within a work zone,
must be:

0o Maintained

o ADA compliant




Field Review - Sidewalk Problems

Cracked and Uneven Poor tactile Warning




o Show location In
plans of any sidewalk
repairs

o Verify an accessible
pedestrian and
bicycle way exists for
each phase in the
plans




